
www.ercolina.com

 MANDREL TABLE ACCESSORY

*The mandrel table is shown equipped on a MD070 machine not included

FEATURES

Three axis mandrel table 
For no-mandrel machines

 
Max capacity STAINLESS STEEL AISI 304 : 25 x 1,5 mm
Min radius 2 x Ø (Mod. with manual mandrel extraction )

Min radius 1,5 x Ø (Mod. with pneumatic mandrel extraction)
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Models :
Art. A30M/1,5
(L. 1,5 mt, manual mandrel extraction
For all mchines)

Art. A30P/1,5
(L. 1,5 mt, pneumatic mandrel extraction
For all mchines)

Art. A30M/3
(L. 3 mt, manual mandrel extraction
For all mchines)

Art. A30P/3
(L. 3 mt, pneumatic mandrel extraction
For all mchines)

This mandrel table is a manual three-dimensional three axis device, suitable for all Ercolina no-mandrel 
machines. Its maximum STAINLESS STEEL AISI 304 capacity is 20 x 1,5 mm.
The maximum outside diameter is 1”OD (25,4 mm) and the minimum bending radius is 1,5 times D.
This innovative system is equipped with a carriage to advance and rotate the tube manually. The carriage 
has mechanical stops for the advancement and the rotation that assure the repeatability in producing 
parts in series.
The light weight, reduced dimensions, and ease of use make this mandrel table the ideal solution for 
several materials with low diameters and tight radii, small serial productions and prototypes.
All the models are available in 1,5 and 3,5 meters lengths.



ADVANTAGES: 

Light-weight and reduced dimensions 

Repeatability and bending precision due to the rigid
structure

Ease of use

Available for: MN092, MD070, MB42,SB48, TB050
TB060, MG030 

Samples

Pneumatic mandrel extractionManual mandrel eextraction

MANDREL TABLE ACCESSORY for Ercolina no-mandrel line  
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Three-dimensional axis for manual positioning 
system

Easy and fast setting up of the tooling
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